
HP Scanjet 4600 series see-through scanner Setup 
Priehradny skener HP Scanjet 4600 series Instaldcia 



1. Check the Box Contents 


1. HP Scanjet 
Digital scanner 

2. Veritical holder (4670) 
Horizontal holder (4600) 

3. Transparent materials 
adapter (TMA) (optional 
for some models) 

4. Combination USB and 
power cable 


Power supply/ 
power cord 
(where applicable^ 
One or more CDs 
(depending on 
your location 

User's Manua 
(Printed or on CD) 
8. Setup Poster 


Digitdlny skener 
HP Scanjet Digital 
Zvisly drziak (4670) 
Horizontalny 
drziak (4600) 
Adapter pre priehl'adne 
materia ly (TMA) 
(volitel'ny pre 
niektore modely) 
4. Kombinovany USB a 
prfvodny kdbel 


balenia 

Prudovy zdroj/ 
prfvodny kdbel 
(podl'a typu) 
, Jedno alebo viae CD 
(v zdvislosti od 
vdsho regionu) 
Pouzfvatel'skd prfrucka 
(v tiacenej podobe 
alebo na CD) 
J. Instalacny letdk 


2. Install the Software 

1. Close all programs. 

2. Insert the HP Image Zone CD that is appropriate for 
your language and operating system. 

Windows: Insert CD 1 and follow the on-screen 
instructions. Depending on your system configuration, 
you may be be instructed to insert CD 2. If the 
installation does not start automatically: On Start menu, 
click Run and type: Disetup.exe (where D is the letter of 
the CD-ROM drive). 

Note: To determine which software to install, see the 
on-screen installation instructions and the User's Manual. 

Macintosh: Install CD 2 and double click the installer 
icon on the CD. 







2. Nalnstalujte softver 

1. Zatvorte vsetky programy. 

2. S prihiiadnutfm na jazykovu verziu a operacny 
system viozte do pocftaca prfslusne CD so softverom 
HP Image Zone. 

Windows: Do pocftaca viozte CD 1 a postupujte podl'a 
pokynov na obrazovke. V zdvislosti od konfigurdcie 
vdsho systemu vds system moze vyzvaf, aby ste do 
pocftaca viozili CD 2. Ak sa instaldcia nespustf 
automaticky: V ponuke Start kliknite na Run a zadajte: 
D:setup.exe (D je pfsmeno oznacujuce mechaniku 
CD-ROM). 

Poznamka: Informdcie o tom, ktory softver skenera je 
potrebne nainstalovaf sa zobrazuju v instalacnych 
pokynoch na obrazovke a su obsiahnute aj v 
Pouzfvatel'skej prfrucke. 

Macintosh: Do pocftaca viozte CD 2 a dvakrat kliknite 
na ikonu instalacneho programu na CD. 


3. Connect the Scanner 

1. Connect the combination USB and power cable to 
the scanner cable. 

2. Connect the power supply to the connector on the 
shorter cable of the combination USB and power 
cable. 

3. Connect the USB connector to a USB port on the 
computer. 

4. Do one of the following if you have: 

• One-piece power supply: Connect the other end 
to a surge protector or a grounded wall outlet. 

• Two-piece power supply: Connect one end of 
the power cord to the power supply and the 
other end to a surge protector or a grounded 
wall outlet. 



3. Pripojte skener 

1. Ku kdblu skenera pripojte kombinovany USB a 
prfvodny kdbel. 

2. Konektor kratsieho kdbia kombinovaneho USB a 
prfvodneho kdbIa pripojte k prudovemu zdroju. 

3. USB konektor pripojte k USB portu pocftaca. 

4. Ak disponujete: 

• Jednodielnym prudovym zdrojom: Druhy koniec 
pripojte k zariadeniu na ochranu pred ndrazovym 
prudom alebo do uzemnenej elektrickej zdsuvky. 

• Dvojdielnym prudovym zdrojom: Jeden koniec 
prfvodneho kdbIa pripojte do prudoveho zdroja a 
druhy do zariadenia na ochranu pred ndrazovym 
prudom alebo do uzemnenej elektrickej 
zdsuvky. 


4. Set Up the Scanner 

Note: The holder is not necessary for scanning. If 
there is a sticker on the front of the holder, peel it off. 

4670 

1. Open the support legs by rotating them into place. 

2. Place the scanner in the holder with the HP logo 
facing you. The buttons should be on the right side 
and the cord should exit on the lower left. 

3. To align the scanner in the holder, slide the 
scanner from side to side in the holder until it is 
secured. 

4600 

1. Be sure the hinge on the holder is rotated forward. 

2. Lay the scanner on the holder with the HP logo 
facing you. The buttons should face away from the 
hinge and the cord should exit next to the hinge. 

3. Press the back of the scanner down until it clicks 
into place in the hinge. 

Note: See the User's Manual or Online Help for 
detailed instructions. 



4670 


4600 



4. Montdz skenera 

Poznamka: Drziak nie je pre skenovanie potrebny. 
Ak sa na prednej strane drziaka nachddza pril'navy 
stftok, odstrdhte ho. 

4670 

1. Roztvorte podporne nozicky drziaka a natocte ich 
do sprdvnej polohy. 

2. Skener umiestnite do drziaka tak, aby logo HP 
smerovalo k vdm. Tiacidid by sa mali nachddzat' na 
pravej strane a kdbel by ma! vystupovat' na I'avej 
spodnej strane. 

3. Postupnym zasuvanfm skenera do drziaka skener 
bezpecne umiestnite do drziaka. 

4600 

1. Ubezpecte sa, ze upevriovacia poistka na drziaku je 
natocend smerom vpred. 

2. Skener polozte do drziaka tak, aby logo HP 
smerovalo k vdm. Tiacidid by sa mali nachddzat' 
smerom od upevrnovacej poistky a kdbel by mal 
vystupovat' vedl'a upevhovacej poistky. 

3. Opatrne zatlacte na zadnu cast' skenera, az pokial' 
bezpecne nedosadne do sprdvnej polohy v 
upevriovacej poistke. 

Opomba: Podrobne pokyny su uvedene v 
Pouzfvatel'skej prfrucke alebo v on-line pomocnfkovi. 


Product Support 

. www.hp.com/support for customer support 

• www.shopping.hp.com (U.S. only) or 
www.hp.com (worldwide) for ordering HP 
accessories, supplies, and products 


www.hp.com/ support 
www.shopping.hp.com (u s. only) 

WWW.hp.com (worldwide) 


Produktovd podpora 

. www.hp.com/support — zdkaznfcka podpora 

. www.shopping.hp.com (len USA) alebo 
www.hp.com (svet) — objedndvky prfslusenstva, 
materidlov a produktov HP 


m 

invent 


